Lieferumfang

Das Gerat ist in Sets mit 2, 3 oder 4 Einhei-
ten erhaltlich — jeweils mit Gurtelclip und
Ohrhérer. Ein USB-CLadekabel ist nicht ent-
halten.

Aufladen

Die Gerate sind bei Lieferung zu ca. 30 %
geladen. Mit einem USB-C-Ladegerat lassen
sie sich innert 2 Stunden vollstdndig auf-
laden. Die LED leuchtet dabei hellrot und
dimmt sich nach Abschluss.

Ein- und Ausschalten

Zum Ein- oder Ausschalten beide Tasten
langer als 2 Sekunden driicken. Ein 3-sekiin-
diger Signalton im Ohrhorer bestatigt den
Vorgang.

Standardeinstellungen

Ab Werk sind Kanal 1 (von 4) und Laut-
starke 8 (von 16) eingestellt. Beim Einschal-
ten ist immer Kanal 1 aktiv — die Lautstarke
bleibt gespeichert.

Technische Daten

Funkverbindung

RF-Ausgangsleistung

Frequenzen

Reichweiten

Audioqualitat
Audio-Latenzzeit
Mikrofon
Kopfhorer-Ausgang
Antennenstecker
Akkulaufzeit
Akku

Umgebung
Masse, Gewicht
Farbvarianten
Lieferumfang

Zubehor

Ersatzteile und Zubehor

Koppeln

Die Gerate koppeln nur mit anderen Einheiten
des gekauften Sets. Schalten Sie sie nachei-
nander ein. Die LEDs blinken beim Start und
leuchten dauerhaft bei erfolgreicher Verbin-
dung. Bei Verbindungsunterbrechung blinken
sie erneut und stabilisieren sich bei Wieder-
herstellung. Bei fehlender Verbindung schal-
ten sich die Gerate nach 10 Minuten aus.

Lautstarkeregelung

Kurz die Auf-/Ab-Taste driicken (Bestati-
gungston). Die gewdhlte Lautstarke (16 Stu-
fen) bleibt beim Ausschalten erhalten.

Kanalwahl

Zum Andern die Auf-/Ab-Taste ldnger als 2
Sekunden drlicken. Die Kanalnummer (1-4)
wird durch Pieptone bestatigt. Beim Einschal-
ten ist Kanal 1 voreingestellt.

Ohrhoéreranpassung Links/Rechts
Der Ohrbigel ist abnehmbar und kann um
180 Grad gedreht werden.

Batterie-Alarm und Auto Power-off
Unter 10 % Akkustand ertént ein Warnton.
Bei kritischer Unterspannung schaltet sich
das Gerat automatisch ab.

Aufbewahrung und Pflege

Nach Gebrauch Schmelzwasser entleeren,
Gerdt reinigen und trocknen. USB- und
Ohrhérerbuchsen von Staub befreien und
bei Bedarf ausspulen. Kiihl und trocken bei
Raumtemperatur lagern.

Digital verschlisselt, 433 MHz Band, 4 Kanale (wahlbar), vollduplex Mesh-Netzwerk
fir 2-4 Teilnehmer (Kopplung nur innerhalb des gleichen Liefersets moglich)

22 dBm (160 mW) ERP

Kanal 1: 440.125 MHz, Kanal 2: 445.125 MHz, Kanal 3: 450.125 MHz,

Kanal 4: 455.125 MHz

= Innerhalb von Betongebauden: bis zu 3 Stockwerke

= Stadtgebiet: bis zu 200 m

= Nattrliches Gelande: bis zu 1 km (Sichtverbindung)

60-3800 Hz Frequenzgang
100 ms
Integriert, mit Schaumstoff-Windschutz

3.5 mm Audiobuchse, mono, 16-200 Ohm , CTIA Pin-Belegung

SMA weiblich (gerateseitig)

16 h (20 °C, 50% Audiowiedergabe, max. Lautstarke, 16 Ohm Last)
LiPo, 1200 mAh, Laden tiber USB-C innert 2h (80 % Kapazitat nach 500 Zyklen)

-10 bis +40°C Umgebungstemperatur, spritzwasserfest (IP65)
72 x 25 x 18 mm (Aluminium-Gehause), 60 g (2.2 0z)

PRO (grau), RSC (rot), BLU (blau)

Set mit 2, 3 oder 4 Einheiten (inkl. Titan-Gurtelclip und Ohrhéorer)

= Ohrhorer-Headset mit integriertem (externes) Mikrofon
= 80 mm Hochleistungsantenne mit 50 % mehr Reichweite

Antennen, Ohrhohrer, Glrtelclips und Mikrofon-Windschutz sind als Ersatzteile erhltlich.
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NANO Encrypted Full-Duplex UHF Intercom

Intended Use

NANO is designed for outdoor, wireless team communication with 2 to 4 participants. Simply clip the unit onto your backpack belt,
connect the earphone, power on the devices, wait for them to pair — and you are ready to go. Communication is fullduplex, allowing
simultaneous, hands-free talking and listening.

Safety

It is important that the operator is aware of and understands the hazards commonly
associated with the operation of any transceiver. This equipment complies with the essen-
tial requirements of Directives 2014/53/EU, 2014/35/EU, and 2014/30/EU.

Turn off the device in explosive environ-
ments (e.g., areas with flammable gases,
dust, metallic or grain powders, or
gasoline stations), near pacemaker users, or
wherever radio device use is restricted (e.g.,
medical facilities). Do not modify the
device. If you notice an unusual odor or
smoke, remove it immediately, stay at
least 2 m away, and contact MissionCOM.
Use while driving may be prohibited by law.

Manufacturer
MissionCOM

CH-8630 Rueti
Switzerland
info@mission-com.com
WWW.mission-com.com
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Do not expose the device to extreme
heat, cold, or direct sunlight. Avoid
allowing the device to freeze when it is
wet. Use only the specified charger and
monitor the charging process.
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Products and batteries marked with the
symbol of a crossed-out wheeled bin must
not be disposed of as household waste.
Old electronic equipment and batteries
should be recycled at facilities equipped
to handle such items and their byproducts.
Contact your local authority for informa-
tion on the nearest recycling facility.
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Label
Date Code:
MISSION-COM.COM
CH-8630 RUETI #2025-18

LiPo4Wh UK
#2025-18 CA

Scope of Delivery

The device is available in sets of 2, 3, or 4
units, each equipped with a belt clip and
including an earphone. A USB-C charging
cable is not included.

Charging

TThe devices are approximately 30 %
charged upon delivery. Use any USB-
C charger to fully charge them within
2 hours. The LED lights up bright red while
charging and dims when charging is com-
plete.

Power-on/off

Press both buttons simultaneously for
more than 2 seconds to turn the devices
on or off. A 3-second beep will be heard
in the earphones to confirm the action.

Default Settings

Upon delivery, the devices are set to chan-
nel 1 (of 4) and volume level 8 (of 16). Each
time the device is powered on, it defaults to
channel 1, while the previously set volume
level is retained.

Specifications
Radio link

RF output-power
Frequencies

Ranges

Audio quality
Audio latency
Microphone
Earphone out
Antenna connector
Battery life

Battery
Environment
Dimension, weight
Color options

Scope of delivery

Accessories

Spare Parts

Pairing

The devices can only be paired with others
from the same purchased set. Make sure to
switch them on one after the other. When
powered on, the LEDs begin flashing and
turn solid once a connection is established.
If the connection is lost in the field, the LEDs
will blink intermittently and automatically
return to solid when the connection is fully
restored. If pairing fails or no matching de-
vice is available, the units will automatically
power off after 10 minutes.

Volume Control

Briefly press the corresponding up or
down button (@ beep will sound). The
volume setting (16 levels) is retained when
the device is powered off.

Channel Selection

Press the corresponding up or down button
for more than 2 seconds to change the chan-
nel. The selected channel (1-4) is confirmed
by the corresponding number of beeps.
Channel 1 is automatically preset each time
the device is powered on.

Earphone Left/Right Adjustment
The earhook can be removed and rotated by
180 degrees.

Battery Alarm and Auto Power-Off
If the battery charge falls below 10 %, an
intermittent warning tone will sound. The
device will automatically power off when the
battery voltage reaches a critical level.

Storage and Care

After use, empty any meltwater, then clean
and dry the device. Remove dust from the
USB and earphone sockets and rinse them
with water. Store the device at room tempe-
rature in a dry environment.

Digitally encrypted, 433 MHz band, 4 channels (selectable), full-duplex mesh network
for 2-4 participants (pairing only possible within the same delivery set)

22 dBm (160 mW) ERP

Ch1: 440.125 MHz, Ch2: 445.125 MHz, Ch3: 450.125 MHz, Ch4: 455.125 MHz

= Within concrete buildings: up to 3 floors
= City: up to 200 m
= Natural terrain: up to 1 km (line-of-sight)

60-3800 Hz frequency response
100 ms

Built-in, with foam wind shield

3.5 mm audio jack, mono, 16-200 Ohms, CTIA pinout

SMA female (device side)

16 hrs (20°C, 50 % audio usage, max. volume, 16 Ohms load)
LiPo, 1200 mAh, charging via USB-C within 2 hrs, (80% capacity after 500 cycles)

-10 to +40°C ambient, splash proof (IP65)
72 x 25 x 18 mm (body), 60 g (2.2 0z)
PRO (gray), RSC (red), BLU (blue)

Set of 2, 3 or 4 units (incl. titanium belt clip and earphone)

= In-ear headset with integrated (external) microphone
= 80 mm high-power antenna for 50% improved radio performance

Antennas, earphones, belt clips and mic foam are available as spare parts.
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Verwendungszweck

NANO ist fiir die drahtlose Teamkommunikation im Freien mit 2 bis 4 Personen konzipiert. Gerat am Rucksack-Trageriemen befestigen,
Ohrhérer anschliessen, einschalten, koppeln —und los geht's. Vollduplexbetrieb ermdglicht gleichzeitiges Sprechen und Horen.

Sicherheit

Es ist wichtig, dass der Bediener sich der mit dem Betrieb eines Funkgerats verbunde-
nen Gefahren bewusst ist und diese versteht. Dieses Gerat erfiillt die grundlegenden
Anforderungen der Richtlinien 2014/53/EU, 2014/35/EU und 2014/30/EU.
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Schalten Sie das Gerdt in explosions- Setzen Sie das Gerat keiner extremen
gefédhrdeten Bereichen (z. B. bei Gasen, Hitze, Kalte oder direkten Sonneneinstrah-
Staub, an Tankstellen), in der Néhe von lung aus. Vermeiden Sie ein Einfrieren des
Herzschrittmachern und an Orten mit Gerdts, wenn es nass ist. Verwenden Sie
Funkverbot (z. B. medizinische Einrichtun- ausschliesslich das vorgesehene Ladegerat
gen) aus. Nehmen Sie keine Anderungen und iiberwachen Sie den Ladevorgang.
am Gerat vor. Bei Rauch oder ungewdhn-

lichem Geruch: Gerdt sofort ablegen,

2 Meter Abstand halten, MissionCOM

kontaktieren. Nutzung wahrend der Fahrt

kann gegen die Strassenverkehrsordnung

verstossen.

Hersteller Label

MissionCOM

CH-8630 Rueti MISSION-COM.COM
Schweiz CH-8630 RUETI

info@mission-com.com
Www.mission-com.com
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Produkte und Batterien mit dem Symbol
einer durchgestrichenen Miilltonne auf
Radern dirfen nicht Gber den Hausmdll
entsorgt werden. Alte elektronische Ge-
rate und Batterien sollten in dafiir vor-
gesehenen Anlagen recycelt werden, die
fur die Behandlung solcher Produkte und
ihrer Nebenprodukte geeignet sind. Wen-
den Sie sich an lhre Gemeindeverwaltung,
um Informationen uber die nachstgelege-
ne Recyclinganlage zu erhalten.
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Date Code:

#2025-18




